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Compatible with 
4051 BASIC Graphic 
Computing System 


Inexpensive storage, increased 
4051 flexibility. The 4051 BASIC 
Graphic Computing System contains 
its own built-in tape unit—but when 
you're pressed for time and press- 
ing for optimum data handling 
capability, two tape drives area 
whole lot better than one. 


The 4924 auxiliary tape drive not 
only enhances the built-in storage 
capacity of the 4051, it lets you 
perform tasks that no single tape 
drive can handle. 


Sort and merge operations are 
possible because input and output 
transactions can occur concurrently. 
Or use one tape unit for programs, 
the other for data copy tapes. Or 
simply double your on-line storage 
capacity with a highly-reliable, cost- 
effective complement to the basic 
4051 cartridge system. 


Each tape cartridge can hold about 
300,000 bytes in high-density 
storage. The 4924 is addressed by 
the same commands which control 
the onboard tape unit, including 
FIND, MARK, SAVE, OLD, PRINT, 
INPUT, READ, and WRITE. 


Digital Cartridge 
Tape Drive 





The 4924 includes three inde- 
pendent modes of operation: 
on-line, in which the tape’s logical 
organization precisely parallels the 
4051's BASIC language tape com- 
mand structure; alternate, which 
places the 4924 on-line to another 
controller which follows the IEEE 
(488-1975) standard protocol: and 
off-line Talk-Only or Listen-Only 
mode, which allows limited data 
logging capability. Talk-Only mode 
allows independent transmission. 
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The 4924 is immediately compatible 
with the 4051’s IEEE standard inter- 
face. Up to 15 tape drives may be 
multiplexed to the 4051 at any time. 
Complete command summaries and 
operation instructions are provided 
with the user’s manual which 
accompanies the 4924. 


Specifications: 

Cartridge type: 

DC300A 3M? data cartridge 
Tape length: 

300 usable feet 

Storage capacity: 

300,000 bytes (nominal) 
Characters/record: 
128/256 eight-bit bytes 
Recording density: 

1600 bpi (4064 bpcm) 
Data transfer rate: 
Internal—48KHz 

Data format: 

8-bit binary or 8-bit ASCII 
Data integrity: 

Performs a read-after-read error 


check when a read error is 
detectedfor can be set to read after 
[writeJmode Tor write verification. 


Number of tracks: 

One effective data track 
Recording format: 

NRZ two-track self-clocking 
Read/write speed: vi 
30 ips (76.2 cm/sec) w& 
Skip forward/reverse: 

30 ips (76.2 cm/sec) 

Fast forward/rewind: 

90 ips (228.6 cm/sec) 
System error rate: 

1 in 10? or jess 


, Start time read/write: 


ara 


25 ms é 


Start time fast forward/rewind: 
75 ms 

Power requirements: 

100VAC to 240VAC, 50 Hz to 60 Hz, 
jumper selectable 

Power consumption: 

62 watts at 115VAC, 60 Hz 
Dimension: 

Width-—-8.75 inches (22.22 cm) 
Depth—-17.25 inches (43.82 cm) 
Height—6 inches (15.24 cm) 
Weight—17 pounds (7.7 kg) 


Standard Accessories: 
User's manual 

One data cartridge 

2 meter interconnect cable 


Optional Accessories: 
Service Manual 
Additional tapes, pkg. of 5 
(119-0680-01)} 





Tektronix, Inc. 

Information Display Group 
P.O. Box 500 

Beaverton, OR 97077 
Telephone: (503) 638-3411 
TWX: 910-467-8708 
Cable: TEKTRONIX 


Tektronix Datatek N.V. 

P.O. Box 159 

Badhoevedorp, The Netherlands 
Telephone: 02968-6051 

Telex: 16565 

Cable: DATATEK Holland 


Sony/Tektronix Corporation 
9-31 Kitashinagawa-5 
Shinagawa-Ku 
Tokyo 141 Japan 
Telephone: 445-0221 

(Area 03/Tokyo) 
Telex: 02422850 
Cable: SONYTEK Tokyo 


Tektronix Australia Pty. Limited 
Sydney 

80 Waterloo Road 

North Ryde, N.S.W. 2113 
Telephone: 888-7066 

Telex: AA 24269 

Cable: TEKTRONIX Australia 


Tektronix Canada Ltd. 
Montreal 

900 Selkirk Street 

Pointe Clatre, Quebec H9R3S3 
Telephone: (514) 697-5340 
Telex: 05-821570 

Cable: TEKANADA 


Printed in U.S.A. U.S.A. and Foreign Products of 
Tektronix, Inc, are covered by U.S.A. and Foreign 
Patents and/or Patents Pending. All specifications 
subject to change without notice. 
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